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llluminance Values (Fc)

Average =5.48

Maximum =27.0
FIXTURE MOUNTING HEIGHT SHOWN WITH FIXTURE LABEL Minimum =0.4

Avg/Min Ratio=13.70

FIXTURE TILT: AS SHOWN
Max/Min Ratio=67.50

CASE # 08-02-SUP

T RUUD LIGHTING ::m TIR|E K::::O:;-::'B) EULE|SS. mm -

Symbol Qy Label Arrangement Lumens LLF Description
1 2 MGWCO407-M (TOW MH) SINGLE 15000 0650 | MOUNT AT 10 AFG 800.236.7000 USA <www.ruudlighting.com> 905.671.1991 CAN Fllename: TK-EUTXMDJR1.AGI
E 1 MGWOG15-M (150W PSMH) SINGLE 14000 | 0.750 | MOUNT AT 18'AFG " e FOOTCANDLES CALCULATED GRADE USING MEAN LUMENS
= 5 CF4490-M (1000W MH) SINGLE 90000 | 0.650 | MOUNT AT TOP OF WALL, TILT 20 DEGREES e 12 Foard it oo b b caon it s ot —
conducted under laboratory conditions. Actual project conditions differing from leall Numeric A9 Vi Vi A ™

these design parameters may affect fleid results. The customer is responsible

for veritying compiiance with any applicable elecirical, ighting, or energy code. SITE 208 270 0.0 NA NA.




