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2707 SATSUMA

Notes:

Project:

TECHLIGHT

DALLAS, TX
75229

- THIS LIGHTING DESIGN IS BASED ON INFORMATION SUPPLIED BY OTHERS.
  CHANGES IN ELECTRICAL SUPPLY, AREA GEOMETRY AND OBJECTS WITHIN
  THE LIGHTED AREA MAY PRODUCE ILLUMINATION VALUES DIFFERENT
  FROM THE PREDICTED RESULTS SHOWN ON THIS LAYOUT.
- THIS LAYOUT IS BASED ON .IES FILES THAT WERE LAB TESTED OR COMPUTER
  GENERATED. ACTUAL RESULTS MAY VARY.

  RESPONSIBILITY TO SUBMIT THE SITE PHOTOMETRICS AND LUMINAIRE
  SPECS TO THE LOCAL INSPECTOR BEFORE ORDERING TO ENSURE
  THIS PLAN COMPLIES WITH LOCAL LIGHTING ORDINACES.

- DUE TO CHANGING LIGHTING ORDINANCES IT IS THE CONTRACTORS

2.5' BASE

FILE:

Date:

27.5' AFG

28.5' OVERALL

25' POLE

GRADE

POLE DETAIL
(NOT TO SCALE)

LUMINAIRE

BRACKET

Notes:

2. Pole luminaires, Wall Packs and
    roof lights to be white.
3. Flag pole luminaires to be green.

1. Calculation at grade.
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1 W SINGLE 11700 0.720 MWPF3A-CO-175W MH FT CUTOFF WALL PACK

Luminaire Location Summary

Calculation Summary

Label Units Avg Max Min Avg/Min Max/Min

Luminaire Schedule

Label LumNo Z Tilt

Symbol Qty Label Arrangement

FP 1 0.5 160

FP

G 14 9 0

G-1 15 9 0

G-1 16 9 0

RF 17 15 140

RF 18 15 140

RF 19 15 140

RF 20 15

Lumens/Lamp LLF Description

2 0.5 160

140

S3 21 27.5 0

S3 22 27.5 0

S3 23 27.5 0

S3 24 27.5 0

S3 25 27.5 0

S3 26 27.5 0

S5 27 27.5 0

S5 28 27.5 0

W 29 9 0

G 3 9 0

G 4 9 0

2 FP SINGLE 11700 0.810 RBF7A-1-175W MH FLOOD 

12 G SINGLE

G 5

3500 0.810 RCLSRF1A-DUAL LAMP FLUORESCENT RECESSED CANOPY 

9 0

G 6 9 0

SITE Fc 7.16 30.1 0.3 23.87 100.33

PARKING AND DRIVE Fc 10.84 30.1 4.8 2.26

2 G-1

G 7 9 0

G 8 9 0

6.27

SINGLE 3500 0.810 RCLSRF1A-B-DUAL LAMP FLUORESCENT RECESSED CANOPY W/BAT BU

4

G 9

RF SINGLE 40000 0.810 DCMB1AN_-PS-400W PSMH STANDARD FLOOD 

9 0

G 10 9 0

G 11 9

6 S3

0

G

SINGLE 115000 0.720 VBLAL1B_2-1000W MH TYPE 3 VERT BURN FULL CUTOFF 

12 9 0

G 13 9 0
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WHATABURGER RESTAURANTS, LLC.

THIS DRAWING IS THE PROPERTY OF

SAN ANTONIO, TEXAS AND MAY NOT 

BE USED OR REPRODUCED IN WHOLE

OR IN PART WITHOUT THE EXPRESSED

WRITTEN CONSENT OF WHATABURGER 

RESTAURANTS, LLC. 
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STEEL PIPE

STUCCO 

8
’-
0
"

8
’-
0
"

METAL PANEL  GATE

12

4.75

 AND SEALANT

 WITH BACKER ROD

" EXPANSION JOINT2
1

STANDING TEE ROOF FLANGES OR ROOF CAP.

(BY OTHERS). TEK SCREW SHALL NOT PENETRATE 

1. TEK SCREW WITH BONDED WASHER AT 12" O.C. 

NOTE:

RE: STRUCTURAL

WALL SHEATHING

 SYSTEM

WEATHERIZATION

TYVEK STUCCO WRAP

ON GALVANIZED METAL LATH

STUCCO SYSTEM

" PORTLAND CEMENT4
3

COOLER/FREEZER

ON GALVANIZED METAL LATH

STUCCO SYSTEM

" PORTLAND CEMENT4
3

COOLER/FREEZER

 EXTERIOR WALL AND TO

 SEALANT. SECURE TO

 IN CONTINUOUS BEAD OF

 GENERAL CONTRACTOR. SET

4" X 4" METAL TRIM  BY

COOLER/FREEZER

EXTERIOR WALL AND TO

SEALANT. SECURE TO 

IN CONTINUOUS BEAD OF 

GENERAL CONTRACTOR. SET 

4" X 4" FLASHING BY 

SEE NOTE 1

TEK SCREW WITH WASHER. 

CONTRACTOR

SEALANT BY GENERAL

FLASHING SET IN

" METAL2
1" X 12

11

COOLER/FREEZER

SLOPE

MANUFACTURER

BY COOLER/FREEZER

" STANDING TEE ROOF 2
11

A1
1/4"=1’-0"

A2.2

 ELEVATIONS

EXTERIOR

A1-A1.1; A1-A1.4; A1-A1.5

B3
1/4"=1’-0" A1-A1.1; A1-A1.4; A1-A1.5

ELEVATION - ENTRANCE

ELEVATION - BACKB2 FRZ/CLR FLG.

1 1/2"=1’-0"

C2 FRZ/CLR FLG.

1 1/2"=1’-0"

B1
1/4"=1’-0"

B3-2.2

B3-2.2; A1-A4.1

EXTERIOR FACADE MATERIALS

COOLER PANEL

GLASS

METAL PANEL

SYNTHETIC STONE

STUCCO

101 SQFT - 10%

7 SQFT - 1%

256 SQFT - 27%

87 SQFT - 9% 

499 SQFT - 53% 

EXTERIOR FACADE MATERIALS

GLASS

SYNTHETIC STONE

STUCCO

257 SQFT - 16%

285 SQFT - 18% 

1,058 SQFT - 66% 

EXTERIOR FACADE MATERIALS

112 SQFT - 100% STUCCO

EXTERIOR FACADE MATERIALS

107 SQFT - 100% METAL PANEL

TRASH ENCLOSURE ELEV

C1
1/4"=1’-0"

TRASH ENCLOSURE ELEV

-

-

NOTE

ENCLOSURE

ELEVATION TYPICAL THREE SIDES OF 
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