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No Parking
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No Parking
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Street Sign

Grate Inlet

Top Elev.=562.20'
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Brick Wall
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SINGLE STORY BUILDING
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Bushes

Temporary Bench Mark #1

Box Cut on Top of Curb

Elev=567.98'

3.70' Overhang

(Typ)

3.70' Overhang

(Typ)

3.70' Overhang

(Typ)

Temporary Bench Mark #2

Box Cut on Top of Curb

Elev=562.43'

 Paint Stripes

Marked "AE CLR"

Utility Box
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Gravel (Typ)

Area Under Construction

as of 4/24/13

Brick

Planter

Brick

Concrete

Concrete

Concrete Sidewalk
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One Way

Sign

Wood Fence

 Orange Paint Stripes

No Marks

Grate Inlet

Top Elev.=561.76'

East flowline=560.11'

FCC Tower

ID#DA23XC726

Concrete Parking Area

(wheel stop at every parking space)

FFE=565.27'

Concrete Parking

Area

Auto Sprinkler

No Wheel Stop at Parking Spaces

Along Fence

Metal Fence

on Top of

Concrete Wall

Wood Privacy Fence

on Top of

Concrete Wall

Bushes

Flowerbed

Bushes
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Bushes

Fire Lane
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Height Varies
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C4.0

CURB TAPER

MATCH EX. WALK

- MATCH EX. WALK
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5'-0"

FACE OF CURB

MAX. SLOPE

1 : 12

RAMP SURFACES SIDES SHALL HAVE 

DETECTABLE WARNINGS, CONSISTING OF

SCORED GROOVES IN THE CONCRETE

CONCRETE.   GROOVES SHALL BE 3/4" W x

1/4" D AT 2" C.C. SPACING OR RAISED TRUNCATED

PATTERNED SURFACES SHALL ALSO HAVE AN INTEGRAL

COLOR - "BRICK RED", BY USE OF A POWDERED COLOR

ADMIXTURE, APPLIED DURING THE FINISHING PROCESS.

6'-0"

0.2", C. TO C. SPACING OF 2.35".

MIN.

6'-0"

DOMES, W/ DIA. OF 0.9" AND HEIGHT OF

SAW CUT LINE

SAW CUT LINE-

#3 BAR @

18" C.C.E.W.

2" SAND

CUSHION

4
"

AS REQUIRED

2
"

4
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"
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6"



C4.1




	C1.0
	C2.0
	C3.0
	C4.0
	C4.1
	L101 LANDSCAPE

