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SWIMMING POOL AND DECK POLICY

SUBMITTAL REQUIREMENTS
[0 Survey of property showing pool location and show drainage arrows.
[1 Show distance from residence (minimum of five (5') feet from residence excluding deck)
[0 Show distance from side property lines (minimum of five (5) feet setback, including deck)
[0 Show distance to rear property line (not to encroach into any utility easements, including deck)
o Note: The pool and/or deck may not encroach into an easement.
[0 Provide a stamped approval of the pool’s location by electric utility provider.
[0 Provide elevation of highest portion of the pool.
[J Provide pool and deck design drawings showing:
o Size
o Shape
o Profile
o Location of Equipment
o Location of grounding
0 Provide pool, deck and equipment specifications.
0 NOTE: No electrical equipment shall be placed within six (6') feet of the water’s edge or in five (5) foot side yard.
[0 All exterior convenience outlets shall be protected by a ground fault circuit interrupter.
[0 All exterior convenience outlets closer than six (6') feet to the water’s edge shall be discontinued.
O All overhead conductors shall not be closer than approved by the electric utility provider.
[0 All exterior hose bibs shall be protected with anti-siphon devices.
[0 All pools shall require a backwash p-trap on the main sewer clean out, or a cartridge filter.
[0 Automatic pool fillers are not allowed below the flood rim of the pool or in skimmer boxes.
[0 NOTICE: Fences securing new pools/spas (including existing fences) must be rendered non-climbable if horizontal

framing members are located on the side opposite of the pool per section 305.2.5 of the 2021 ISPSC. This can be
accomplished by double-sided fencing, flipping the fence so horizontal framing members face the pool, or a 457
bevel installed on top of the horizontal framing members. Contractor is responsible to notify neighboring property
owners of this requirement. The Fencing shall be a minimum 6’ in height. All gates on the fence or wall surrounding
the pool shall be self-closing and self-latching.

[0 Provide a Letter of Certification by the CONTRACTOR stating that work to be done will not alter the existing
drainage of the property. It shall be the pool contractor’s responsibility to see that these requirements are met
and a final inspection by the City is conducted before the pool is placed into operation.

*Additional requirements for commercial and multi-family pools, refer to the 2021 ISPSC.
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SWIMMING POOL BACKWASH LINE DETAIL
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HOUSE — POOL PROTECTION DEVICE
INSTALLATION RESIDENTIAL
POOL/SPA PERMIT REQUIREMENTS

The Certification of House-Pool Protection Device Installation form attached is utilized to assist homeowners, contractors
and the Planning and Development Department in conducting the final inspection on residential pool and/or spa permits.

The following steps must be completed in order for the form to be accepted.

1. One (1) of the two (2) options must be marked.

The Homeowner’'s name must be printed legibly on the appropriate line.

The Site Address must be printed on the appropriate line.

The Homeowner’s signature must be NOTARIZED by a licensed Public Notary.

The Notary must complete the final section of the document.

The form must be included in the permit packet on the job site, and uploaded on the portal, at the time of the
Pre-Plaster Inspection.
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By using this form, it will allow the inspector to bypass entering the residence in order to check the door alarms or self-
closing and self-latching devices. The responsibility of complying with Section 305.4 of the 2021 International Swimming
Pool and Spa Code (ISPSC) Regulations is accepted by the homeowner by his/her written documentation implemented
by this form.
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CERTIFICATION OF HOUSE-POOL PROTECTION DEVICE INSTALLATION

This document provides for the homeowner to certify that one (1) of the following protection devices has been installed
at a particular address.

| certify that one (1) of the following protection devices are installed between all doors leading from the house and
garage into the pool area. (Check One)

1. All doors leading into the pool area are equipped with an alarm. The alarm sound continuous for at least
thirty (30) second — or until the alarm is manually reset. (If the door closes within the thirty (30) second period, the
alarm continues to sound until the completion of the thirty (30) seconds or until the alarm is manually reset.) The alarm
is capable of being heard throughout the house during normal household activities. The alarm automatically resets
under all conditions.

2. All doors leading from the house into the pool area are equipped with self-closing and self-latching
devices. The latch must be at least fifty-four (54”) inches above the floor.

PRINT NAME:

(HOMEOWNER)

SIGNATURE:

SITE ADDRESS WHERE PROTECTION IS INSTALLED

STATE OF
COUNTY OF

On this day of before me

Notary Public, personally appeared

Personally, known to me (or proved to me on the basis of satisfactory evidence) to be the person(s) whose name(s) is
(are) subscribed to this instrument, and acknowledged that they executed it.
WITNESS my hand and Official Seal:

Notary's Signature

My Commission Expires:
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